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January 14, 1970
SUPERSEDIKG
AMEND.-1, 6/3/66

DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION SPECIFICATION

CABLE, COAXIAL, SO OHM, 7/8 INCH

This amendment forms a part of FAA-E-2212 dated 25 May 1965,
Page 1, Section 1l: Change to read 'SCOFE AND CLASSIFICATION".

Page 1, Add new paragraph 1.2:

"1.2 cClassification.- Two types of cable are covered by this specification.

Type 1 Smooth outer conductor

Type I1 Corrugated outer conductor"

Page 1, paragraph 2.1: Delete and substitute the following therefor:

"2,1 Militarv publications.- The following Military specification and
detail sheets form a part of this specification and are applicable to the
extent specified herein,

MIL-C-22931A Cable, Semi-rigid, Radio Frequency,
dated 27 March 1964



FAA-E-2212 -2-

MIL-C-22931/2A Cable, Semi-rigid, Radio Frequency,
Class N, Type I, dated 27 March 1964 ,

c
MIL-C-22931/6A Cable, Semi-rigid, Radio Frequency,
Class N, Type II, dated 27 March 1964

(Copies of this specification may be obtained from the Contracting Officer
in the Federal Aviation Administration Office issuing the invitation for
bids or request for proposals. Requests should fully identify material
desired, i.e., specification and amendment numbers and dates. Requests
should cite the invitation for bids, request for proposals, or the con-
tract involved or other use to be made of the requested material,)

(Single copies of Military specifications may be requested by mail or
telephone from U,S., Naval Supply Depot, 5801 Tabor Avenue, Philadelphia,
Pa, 19120, (For telephone requests call 215-697-3321, 8 a.m. to 4:30 p.m.
Monday through Friday.) Not more than five items may be oxdered on a
single request; the Invitation for Bid or Contract Number should be cited
where applicable.)

Page 2, paragraph 3.1: Delete and substitute the following therefor:
“3,1 Cable

3.1.1 Type I.- Type I cable shall be in conformance with MIL-C-22931A
and MIL-C-22931/2A except that no outer jacket is required.

3.1.2 Type II.- Type I1I cable shall be in conformance with MIL-C-229314
and MIL-C-22931/6A except that no outer jacket is required."

Page 5, paragraph 5.1: Delete and substitute:

“5.1 Cable length per reel.~ Each reel shall contain ore continuous
cable, the length as specified in the invitation for bid or coatract,"

Page 6: Add new paragraph 6.2.3:

"6.2,3 Type of cable,- Quantity of Type I or Type II cable should be
gpecified in the invitation for bid and contract."




	
	

